POLYETHYLENE FOAM EXPANSION JOINT
MATERIAL WRAPPED AROUND TREE TRUNK

RECYCLED #57 STONE +4" DEEP

PRIME CURB EDGE WITH URETHANE PRIMER
15 MINUTES PRIOR TO INSTALLATION OF
FLEXIBLE POROUS PAVING

NH Vﬁ{

TRUNK

1" OF LOOSE RUBBER 3/8"
GRANULE WITH NO BIND-
ER IN AN 18" DIAMETER
CIRCLE AROUND TREE

2" NOMINAL FLEXIBLE POROUS PAVING

GEO-GRID
GEOTEXTILE
FABRIC

. PLANTEDTREE PER -
“.. " LANDSCAPE PLANS ™ -~

PRIME BRICK EDGES
WITH URETHANE
PRIMER 15 MINUTES
PRIOR TO INSTALLA-
TION OF FLEXIBLE
POROUS PAVING

NOTE:

ALL INFORMATION SHOWN IS SUGGESTED. DUE TO APPLICATION
VARIANCES, IT IS THE RESPONSIBILITY OF THE ENGINEER OF
RECORD TO PROVIDE ALL INFORMATION REQUIRED TO SUIT
LOCAL BUILDING CODES AND REGULATIONS. THIS DETAILIS FOR
REPRESENTATIVE PURPOSES ONLY AND SHOULD NOT BE SOLELY
USED FOR CONSTRUCTION PURPOSES UNLESS IT HAS BEEN CERTI-
FIED AND SEALED BY A QUALIFIED ENGINEER.
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DUE TO VARIANCES IN LOCAL CODES, CONSTRUCTION PRACTICES AND REQUIREMENTS, ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH SUCH LOCAL CODES,
CONSTRUCTION PRACTICES AND REQUIREMENTS REGARDLESS OF DETAIL CONSTRUCTION SHOWN IN DRAWING. CAPITOL FLEXI-PAVE,LLC RESERVES THE RIGHT TO CHANGE

SPECIFICATIONS SHOWN WITHOUT NOTICE. ALL CHANGES TO SPECIFICATIONS CAN ONLY BE APPROVED BY CAPITOL FLEXI-PAVE, LLC
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